ET-1 OOZG 10+2 Port Industrial Unmanaged PoE+ Booster Gigabit Ethernet Switch

10x Gigabit Ethernet ports with 8x IEEE 802.3at PoE+
2x100/1000F(x) SFP Slot

Built for harsh environments and wide temperature range
application

Relay Output with Current Carrying Capacity
IP30 housing
DIN-Rail Mounting, Optional Wall Mounting

Power Boost for POE+

Specifications

Technology

Standard
|IEEE 802.3 10BaseT IEEE 802.3ab 1000BaseT IEEE 802.3x Flow Control IEEE 802.3at PoE+
|IEEE 802.3u 100BaseTX IEEE 802.3z 1000BaseX |IEEE 802.3af Power over Ethernet

Processing Type

Store and Forward

Switch properties

Switch Fabric 24Gbps MAC Table Size 8K
Priority Queues . Packet Buffer 4Mbits
Interface
RJ45 Ports 10x 10/100/1000T(x) with 8x PoE+, auto negotiation LED Indicators Per unit: PWR1, PWR2, Fault
speed duplex mode, auto MDI/MDI-X Ports: Link/Active with highest speed(Green), low speed(Amber)
PoE: Output Power
PoE Pin Out V+, V+, V-, V-, for pin1, 2, 3, 6, Endspan, MDI Mode A
Alarm x relay output with current carrying capacity of 1A @ 24 VDC
Fiber Port 2x 100/1000F(x) SFP Slot Contact
.
Power Requirements
Operation Voltage 12-57VDC, redundant dual inputs, >50VDC for PoE+ Protection Overload Current Protected, Reverse Polarity Protected

output recommended
PoE Power Budget Max. 30 W per PoE port. Max. total output power for PD:

Connection 1x removable 4-contact terminal block 190W@24V input, 0W@12V input.
Power 14W without PDs' consumption
Consumption
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